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[bookmark: _Toc42488098]ANNEX II + III:	 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Contract title: Supply of Construction Materials	p 1 /…
Publication reference: RSCP/JOR/CALL/001/SP/30.1- Z1B2E19411





Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered, and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.


	1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4. 
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 

	1
	Curbstones: (اطاريف خرسانية)
Supply to the work location (New Hosha Municipality, Al Mafraq)  
Curb-stones with a size of  50x30x(15-12)cm , Grade 20 of characteristic 20N/mm2, According to JS:479-1994
The supplier must submit a technical data sheet for the Curb-stones and submit a sample to obtain the supervisors engineers / AICS representative written approval.
	
	
	

	2
	Cement Tiles: (بلاط اسمنتي)
Supply to the work location (New Hosha Municipality, Al Mafraq)  
Cement tiles made of ordinary Portland cement. And shall be class (A), size 40x40x4 cm, Water absorption: not more than 4 kg/m2, Transverse strength: not less than 3.5 N/mm2, Wear resistance: average of wear for three samples not more than 2 mm.
	 
	
	

	3
	Cement:  (اسمنت)
Supply to the work location ( New Hosha Municipality, Irbed)  multi-purpose construction cement in bags – Portland pozzolanic cement : N 5.42 P-A/II C, According to JS:30-1:2007, According to EN 197-1:2005
	 
	
	

	4
	Single size aggregate: (عدسية)
Supply to the work location (New Hosha Municipality, Al Mafraq) Single size aggregates “Addasiyah” which Shall be complied with the requirements stated by ASTM and the Jordanian specifications for building materials.
The supplier must submit a technical data sheet for the aggregates and submit a sample to obtain the supervisors engineers / AICS representative written approval.
The size of the delivered materials will be measured inside the dumper.
	
	
	

	5
	Fine Sand: (رمل ناعم)
Supply to the work location (New Hosha Municipality, Al Mafraq) fine sand with Specific weight not less than 2.4 KN/M3, 100% passing sieve No.4, maximum of 5% passing sieve No. 200, And shall be complied with the requirements stated by ASTM and the Jordanian specifications for building materials.
The size of the delivered materials will be measured inside the dumper.
The supplier must submit a technical data sheet for the sand and submit a sample to obtain the supervisors engineers / AICS representative written approval.
	
	
	

	6
	Truck Mounted Aerial Lift:
[bookmark: _GoBack]Supply and deliver  brand new truck Mounted Aerial lift to New Hosha Municipality/ Al Mafraq. With the following Specifications:
Truck Mounted Aerial Lift:
· Purpose
· to be used for street light fitting and low voltage networks maintenance
· Type
· Fully hydraulic Truck mounted articulated or telescopic type
· General Description
· Vehicle (aerial lift) shall be complete with all standard accessories, attachment and features, whether specified or not.
· Vehicle shall be conformable to Jordan environment
· Vehicle shall be well -known made
· Vehicle specification shall be in comply with the traffic regulation road transport regulation & conditions in Jordan.
· Manufacture should have local agency in Jordan with workshop for service & maintenance
· Dealer shall guarantee supply spare parts
· Vertical and Horizontal Reach of Platform
· Vertical: not less than 11 m
· Horizontal: not less than 7 m
· 
· Platform.
· High strength Fiberglass or steel, with a well dimensioned side opening that allows easy access to the basket for the operator.
· Minimum of  1200x600x1000mm
· The opening should protected by a gravity self-locking bar
· Shall be accommodated for (Two) persons with their tools
· Not less than (250) kg capacity
· Floor shall be not slippery, isolate for low voltage (1kv).
· Water draining holes ,Safety belt and pocket for tools
· Platform floor must be on (90ْ) with the earth (+ or -5ْ) during operation (up - down) (ex. Hydraulic system, tow cylinders connected into a close circuit, with the possibility of a hand reveling of the basket to the perfect horizontal position.
· Ability of rotation in vertical and horizontal direction.
· Turn Table
· Power by hydraulic motor vie reeducation gear
· Automatically operating braking system.
· Rotation angel should not less than (360ْ) degrees Continuous.
· Controls
· Full hydraulic pressure controls at platform and at the base.
· Engine start -stop at platform and base
· Controls at base and platform should be protected and with good visibility
· Movement sticks should be multifunction with safety lock to prevent accidental movements
· All the parts should be protected against accidents
· Hydraulic System
· Rated pressure should be suitable.
· All Movements speed should be independent on each other
· Instant couplings for manometer should be fitted in each pressure line
· Hydraulic oil filtration.
· Hydraulic oil working temperature should be designed relatively to (70) C working temperature
· Hydraulic tank should be fitted with oil level gauge, and temperature gauge
· Hour Gauge
· Basket should move in a safety simple without Vibrations for all moving directions.
· Safety
· Counter balance holding valves for boom hoist cylinder.
· Electrical Emergency lowering system (in case of no hydraulic pressure is available )should be active ,fast
· Self-locking to prevent rotation drift
· Cross over relief valve to limit rotation torque
· Self-locking for overweight for basket (platform)
· Hooks for safety belt, on the basket.
· Basket should not move in case of outriggers not catch the ground in strong manner, also outriggers cannot return back in case of basket not at zero level
· Self-locking device on the rotation
· Protection with pressure relief valve on the hydraulic system.
· Thermal protections on the electric system
· Yellow flashing light set up on the top cabin, connected to the electric system
· Lock valves on the cylinders
· Outriggers
· Four outriggers, stabilizer
· Body work for van
· Frame should be covered by non-slip plate to allow free movement on it
Truck:
· Net payload
· Should be quite enough for carrying the mentioned equipment and not less than one ton free , after finishing all process
· Curb weight
· Should meet stability and equation requirements 
· Stability test should meet (ANSI) standard or equivalent
· Use
· On - Off road (all weather operation vehicle)
· Driving System
· 4X2
· Engine
· (4) Stroke, water cooled , suitable, displacement ,and suitable horse power
· Transmission
· Manual, synchronized, floor shift, not less than (5) speeds, forward, and one reveres, or automatic transom.
· Steering
· L.H.D power steering
· Clutch
· Single dry plate type
· Rims & Tires
· Standard rime & tires 
· All Tires to be the same size 
· Radial & tubeless tires are preferable 
· Temperature grade should be designed relatively to (70ْ) atmospheric working temperature.
· Towing Hooks 
· Heavy duty hooks to be fitted in front and rear for towing.
· Brakes
· Tow impendent circuits servo assisted or powered service brake.
· Cab
· Single steel cab 
· (2-3) person seating capacity including drivers 2 passenger + 1 driver 
· Ventilation & heating 
· Defroster for front shield 
· Multi speed wipers, washer and intermittent wipe 
· Automatic seat belts Standard Seat Belt Cab 
· Tow sun visors 
· Tow door Mirrors 
· Manufacture standard instruments, warning lights and accessories. 
· Miscellaneous
· Spare wheel and tire, complete carrier 
· Tire inflation device. 
· Wheel changing tools 
· Hydraulic jack 
· Fire extinguisher 
· Reflector. 
· Manufacture standard tool kit.
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