


[bookmark: _Toc42488098]ANNEX II + III:	 TECHNICAL SPECIFICATIONS + TECHNICAL OFFER

Supply contract for construction materials and Two waste collection vehicles 
Identification number RSCP/JOR/CALL/001/SP/12.2 - Z4C30BDEDD

Columns 1-2 should be completed by the contracting authority
Columns 3-4 should be completed by the tenderer
Column 5 is reserved for the evaluation committee 
[bookmark: _GoBack]Annex III - the contractor's technical offer
The tenderers are requested to complete the template on the next pages: 
· Column 2 is completed by the contracting authority shows the required specifications (not to be modified by the tenderer), 
· Column 3 is to be filled in by the tenderer and must detail what is offered (for example the words ‘compliant’ or ‘yes’ are not sufficient)  
· Column 4 allows the tenderer to make comments on its proposed supply and to make eventual references to the documentation
The eventual documentation supplied should clearly indicate (highlight, mark) the models offered and the options included, if any, so that the evaluators can see the exact configuration. Offers that do not permit to identify precisely the models and the specifications may be rejected by the evaluation committee.
The offer must be clear enough to allow the evaluators to make an easy comparison between the requested specifications and the offered specifications.




	
1.
Item number
	2.
Specifications required
	3.
Specifications offered
	4. 
Notes, remarks, 
ref to documentation
	5.
Evaluation committee’s notes 

	1
	Crushed stone aggregates (مخلوطة): 
Supply to the work location (Um Al Quttien Municipality, Al Mafraq) aggregates which shall be of crushed limestone. 
The materials retaining on sieve No.4 shall be with a Specific weight not less than 2.4, absorption not more than 4%, It shall have a percentage of wear not more than 35% at 500 revolutions when tested in accordance with AASHTO test (T69) - LA abrasion test.
The materials passing sieve No.4 shall be Specific weight not less than 2.4, absorption not more than 6%, sand equivalent equals to 70%.
	Percentage by weight passing
	Sieve 

	90-100%
	1"

	70-100%
	¾"

	-
	½"

	50-75%
	3/8 "

	35-60%
	No.4

	27-45%
	No.8

	20-35%
	No.16

	12-25%
	No.30

	5-15%
	No.50

	1-5%
	No.100

	0-5%
	No.200


The supplier must submit a technical data sheet for the materials and submit a sample to obtain the supervisors engineers / AICS representative written approval.	Comment by francesca Lubrano di Giunno: Crushed stones aggregates is missing 

	
	
	

	2
	Silica Sand: (رمل صويلح)

Supply to the work site fine Silica (deffirent locations in Um Al Quttien Municipality, Mafraq)  with a specific weight not less than 2.4 KN/M3, absorption ratio not greater than 6%, Sand Equivalent equals to 70% , 100% passing sieve No.4, maximum of 5% passing sieve No. 200, And shall be complied with the Jordanian specifications.
The size of the delivered materials will be measured inside the dumper.
The supplier must submit a technical data sheet for the Silica Sand and submit a sample to obtain the supervisors engineers / AICS representative written approval.

	
	
	

	3
	Baslat rocks: (صخر بازلت)
Supply to the work site Basalt rocks (deffirent locations in Um Al Quttien Municipality, Mafraq)  with a size bitween ( 15-25 cm)
The size of the delivered materials will be measured inside the dumper.

	
	
	

	4
	Cement:  (اسمنت)

Supply to the work location (Um Al Quttien Municipality, Mafraq)  multi-purpose construction cement in bags – Portland pozzolanic cement : N 5.42 P-A/II C, According to JS:30-1:2007, According to EN 197-1:2005
Unloading of cement bags and moving it inside a store will be the responsibilty of the contractor.
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